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2.1 SIGN SIZE 
 

2.1.1 GENERAL 
As a general rule, sign size is determined by the following factors: 

• the type of sign, 
• urban or rural situation, 
• two lane or a multilane  road, 
• lateral offset, from a driver’s position to the sign,  and 
• actual vehicle speeds at the sign site. 

 

2.1.2 DIMENSIONS  OF SIGNS 
 
These are detailed in this manual with the applicable dimensions for each sign located on the relevant page. 
 

2.1.3 ALTERNATIVE SIZE SIGNS 
 
Most Regulatory signs also have alternative sizes specified within their tables of dimensions. Sign sizes of 
900mm or larger require written approval from the road controlling authority prior to installation. 
 
Note: 
The appropriate size for the following signs should be determined in the manner described below: 
(a) RG-5, RG-6 and RG-6R Signs: 
 
Sizes are defined in the detailed specifications for each sign. 
(b) Circular Disc RG (Regulatory General) Signs: 
 
(i) Urban areas: 
 

1. The minimum allowable sign size is 400 mm diameter. This size shall only be used where: 
 

• the sign is not primarily intended for motorists, eg. RG-23, RG-24, RG-25, RG-26 signs, 
• the sign is illuminated and used in conjunction with a traffic signal, or 
• physical restrictions of a site do not allow the use of a larger sign. 

 
2. The normal sign size where operating speeds are 60 km/h or less is 600 mm diameter. The only 

exception is the RG-17.1 KEEP LEFT sign which is a pair of vertically stacked 300 mm discs. 
 
3. 750 mm diameter or larger signs should be used on median-divided roads and where operating 

speeds exceed 60 km/h. 
 

(ii) Rural areas: 
 

1. The normal sign size is 750 mm diameter. 
 

2. 900 mm diameter signs should be used on median divided roads and where operating speeds 
are very high. 

 
(iii) Large signs: 1200 mm, or larger, diameter signs should be considered for: 

• high speed roads, 
• critical locations where there is a speed limit change, and 
• the leading ends of median islands. 
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RG-1 SPEED LIMIT 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
LEGEND :   black  
BACKGROUND : reflectorised white  
BORDER :   reflectorised red 

 
Policy: A road controlling authority must install a speed limit sign on the left-hand side of a road under its jurisdiction, 
at or near the point on the road where the speed limit changes. 
 
A road controlling authority must also: 

(a) install an additional speed limit sign on the right-hand side of the road, or on the central median where 
appropriate, if the estimated two-way annual average daily traffic at that point exceeds 500 vehicles, and 

(b) install additional speed limit repeater signs within each speed limited length of road in accordance with the 
following table: 

 
RG-1 SPEED LIMIT signs may be used to indicate speed limits between 10 and 80 km/h. 
 
An RG-1 sign is combined with a supplementary sign TEMPORARY  to  form  an  RG-4  SPEED LIMIT TEMPORARY 
sign combination. 
 
Sign Size : Sign size is dependent on the particular application, ie. urban or rural, two-lane or multi-lane divided road, 
etc. Refer to SECTION 2.1:  SIZE  for  detailed size requirements. 
 
Location:    Each  RG-1  sign  must  be  located  within ±20 m of its legally defined position and should be so  located 
that an approaching driver has an  uninterrupted view of it for at least 60 m in an urban area and for at least 100 m in a 
rural area. When the signs are erected in pairs, one sign only need be visible for this length. 

  

a : 600 750 900 1200 
b : 107 125 161 214 
Numerals : 200D 

Refer to 

Appx. A1 

250D 

Refer to 

Appx. A1 

300D 

Refer to 

Appx. A1 

400D 

Refer to 

Appx. A1 

Speed Limit 
(km/h) 

Maximum Distance between 
Speed Limit Signs (km) 

30 - 

50 - 

60 2.4 

80 2.6 
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RG-2.1 SPEED LIMIT – DERESTRICTION 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
DIAGONAL BAR   : black 
BACKGROUND : reflectorised white 
 
 
Policy: RG-2.1 DERESTRICTION sign may be installed at locations where a lesser speed limit (either temporary or permanent) 
changes to the general maximum speed limit, ie.80 km/h. 
 
An additional R G-2.1 sign must be  installed on  the right-hand side of the road, or on the central median where appropriate, if the 
estimated two-way annual average daily traffic at that point exceeds 500  vehicles. 
 
Location:  Each RG-2.1 sign must be located within ± 20m  of its legally defined position and, when erected singly, should be so 
located that approaching driver has an uninterrupted   view of it for at least 60 m in an urban area and for at least 120  m in a rural 
area.   
 

  

a : 600 750 900 
b : 150 188 225 
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RG-4 SPEED LIMIT – TEMPORARY 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Policy: An  RG-4  sign  combination  consists  of  an  RG-1 SPEED LIMIT sign and a supplementary sign TEMPORARY located  
approximately  100  mm  below  it. Subject to  formal authorisation by the controlling authority, temporary speed limits indicated by 
RG-4 signs should be erected at work sites to give protection to: 

(a) workers on the roadway or in the immediate vicinity, 
(b) new road surfacing, and 
(c) road structures in an emergency until a more permanent speed limit is applied. 

 
Emergencies such as slips, washouts, broken overhead wires, etc, should be covered by appropriate warning signs described in this 
manual. 
 
A temporary speed limit is required to be reasonable, at least  20 km/h less than the speed limit, be a multiple of 10 km/h, and 
remain in force no longer than is absolutely necessary. 
 
During periods when the need for the temporary speed limit is not warranted, e.g. during meal breaks, the signs should either be 
removed or suitably covered. 
 
Close co-operation with the local police is necessary to ensure adequate enforcement patrolling. 
The exits from each road section subject to a temporary speed limit must be marked by the erection of other appropriate speed limit 
signs. 
 
No sign other than another appropriate speed limit sign may be attached to either the RG-4 or its stand. 
Signs should be fitted to white painted, plain galvanised steel or plain aluminum stands. Under weather conditions likely to be 
experienced on all but very rare occasions the stands must be stable when: 

• the centre of the RG-1 component of an RG-4 sign combination is located at least 1.25 m above the road surface. 
  
Location: Normally, RG-4 signs should be erected on the left-hand side of the road and clear of the traffic lanes. Where this is not 
practicable they shall  be  located so as to be clearly visible to  approaching  drivers and not present an obstruction to traffic. 
An additional RG-4 sign must be erected on the right- hand side of the road, or on the central median where appropriate, if the 
estimated two-way annual average daily traffic at that point exceeds 500 vehicles. 
 
Additional RG-4 repeater signs must also be installed within each temporary speed limited length of road in accordance with the 
following table: 

  

a : 900 
b : 300 
c : 25 
d : 10 
r : 50 
Letters : 120B 

Refer to 

Appx. A1 

Temporary Speed 
Limit (km/h) 

Maximum Distance 
between Temporary 
Speed Limit Repeater 

20 0.7 

30 1.0 

40 1.4 

50 1.7 

60 2.0 

LEGEND :  black 

BACKGROUND  :  reflectorised 

fluorescent orange 

BORDER :  black 
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RG-5 STOP 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
LEGEND : reflectorised white  
BACKGROUND  : reflectorised red  
BORDER : reflectorised white 
REVERSE : white 
 
Policy: Subject to formal authorisation by the controlling authority, RG-5 STOP signs should be erected: 
 

(a) at blind intersections where lack of visibility makes it unsafe to approach the intersection at a speed greater than 10 
km/h. 

Note: It is  unsafe  to  approach  an  intersection  at  more than 10 km/h if, from a point 9 metres from the intersection limit 
line on a controlled approach, a driver cannot see a vehicle on an uncontrolled approach at a distance (metres) of 1.2 times 
the speed (km/h) exceeded by 15% of vehicles on the priority route, and 
 
(b) At intersections of an unusual layout or unusual traffic pattern where it is essential to give one controlled approach 

priority over another controlled approach. 
 
No other sign may be attached to either the RG -5 sign or its support except 
 

(a) an RG-17 or RG-17.1 KEEP LEFT sign facing the opposing traffic. 
 
Sign Size: Two sign sizes are detailed. 
In urban situations (60 km/h and  lower  speed restricted) the normal sign size is 750 × 750; however, the 900 × 900 size should be 
erected on divided roads  or  where approach operating speeds exceed 50 km/h. 
In rural situations (greater than 60 km/h speed restricted) the normal sign size is 900 × 900. 
  
Location: An RG-5 sign should normally be erected on  the left-hand side of the approach to an intersection. 
 
In the case of an intersection, the back of the sign should be visible to main road traffic and the sign should be closer than 9m to the 
edge of the main roadway. If the intersection approach has a traffic island between opposing lanes an additional sign should be 
erected on the island. If the intersection approach has a left-turn lane separated from the other approach lanes by a traffic island, an 
additional RG-5 sign should be erected on this island. If control of the separate left- turn lane is not intended, no RG-5 sign should 
be erected to the left of this lane. 
 
In areas subject to a 50 km/h speed limit, the  RG-5  sign should be so located that it is clearly visible to an approaching driver for a 
distance of at least 60 m. In all other cases the sight distance required is at least 120 m. Where these sight distances are 
unobtainable, advance warning of the RG-5 sign should be provided by the erection of a PW-1 STOP AHEAD warning sign. 
  

a : 750 900 
b : 310 370 
c : 25 32 
STOP : 200 C 

Refer to 
Appx. A1 

257 C 
Refer to 
Appx. A1 
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RG-6 GIVE WAY 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Policy: Subject to formal authorisation by the controlling authority RG-6 GIVE WAY signs should be  erected: 

(a) at all crossroads that do not have visibility constraints requiring RG-5 STOP signs, 
(b) at intersections of an unusual layout, or with an unusual traffic pattern, to clearly define who should give way, and 
(d) where it is otherwise desirable to  override the normal application of the  normal priority rule, e.g.:  at most T-

intersections with arterial streets. 
 
No other sign may be  attached to either the RG-6  sign or  its support, except in the following situations: 
 

(i) At intersections where it is intended that the RG-6 sign applies to traffic proceeding in a specific direction, e.g., at a Y-
type intersection, in which  case either as RG-6.1, RG-6.2, or RG -6.3 supplementary sign may be added above the 
RG -6 sign. Where there is a  clearly understood destination on the route of traffic required to give way, an RG-6.2 or 
RG-6.3 sign shall be used to clarify the movement controlled by the RG- 6 sign. 

(ii) With an RG-17or RG-17.1 KEEP LEFT sign facing the opposing traffic. 
 
Sign Size: Two sign sizes are detailed and they should be used in the following manner: 

(a) In urban situations, ie.  where  the  posted speed limit is 60 km/h or less,the normal sign  size is 750 × 865. However, 
on divided roads and where approach operating speeds exceed 60 km/h, the 900 × 1040 size should be erected. 

(b) In rural situations, ie. where the posted speed  limit is greater than 60 km/h, the normal sign size is 900 × 1040. 
 
Only one size is specified for each supplementary RG-6.1, RG-6.2 and RG-6.3 sign, and this should be used regardless of the size 
adopted for the main RG-6 sign. 
 
Location: An RG-6 sign should normally be erected on the left-hand side of the approach to an intersection. The back of the sign 
should be visible to main road traffic and  the sign should be closer than 9 m to the edge of the main roadway. If the intersection 
approach has a traffic island between opposing lanes an additional sign should be erected on the island. If the intersection approach 
has a left-turn lane separated from the other approach lanes by a traffic island, an additional RG-6 sign should be erected on this 
island. If control of the separate left- turn lane is not intended, no RG-6 sign should be erected to the left of this lane. 
 
In areas subject to a 50 km/h speed limit, the RG-6 sign should be so located that it is clearly visible to an approaching driver for a 
distance of at least 60 m. In all  other cases the required sight distance is 120 m. Where these sight distances are  unobtainable, 
advance warning of the RG -6 sign should be provided by the erection of a PW-2 GIVE WAY AHEAD warning sign. 
  

a : 865 1040 
b : 750 900 
c : 65 78 
d : 55 66 
e : 65 80 
f : 10 12 
r : 50 60 
1st line : 125 C 

Refer to 

Appx. A1 

150 C 

Refer to 

Appx. A1 
2nd line : 100 B 

Refer to 
Appx. A1 

120 B 

Refer to 
Appx. A1 

LEGEND : reflectorised red  
BACKGROUND : reflectorised white  
BORDER : reflectorised red 
REVERSE : white 



 
 

_______________________________________________________________________________________________________________________ 

FSAM Part 1, Section 3 – Regulatory Signs General     14                                              VERSION 2 – March 2019  
 

 
________________________________________________________________________________________________________________________ 

RG 6.1, RG-6.2, RG-6.3 GIVE WAY SUPPLEMENTARY 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

RG-6.2 
RG-6.1 

 

a : 900 
b : 800 
c : 75 
d : 20 
e : 10 
r : 60 
STRAIGHT : 150B 

Refer to 

Appx. A1 
AHEAD TRAFFIC : 150C 

Refer to 
Appx. A1 

 
RG=6.3 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

RG-6.3 
 
 
  

 

a : 
varies 

(900 min) 
 600 
 100 
 120 min 
 35 
 10 
 60 

LETTERS : 150 C 

Refer to 

Appx. A1 

a : 900 
b : 800 
  

c : 75 
d : 20 
e : 10 
r : 60 
LETTERS : 150C 

Refer to 

Appx. A1 

LEGEND :reflectorised red 
BACKGROUND : reflectorised white  
BORDER :reflectorised red  
REVERSE :white 
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RG-6R ROUNDABOUT GIVE WAY 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Policy: If an intersection is controlled by a roundabout, each entry to the roundabout must be controlled by an RG-6R 
ROUNDABOUT GIVE WAY sign. 
 
Sign Size: The supplementary sign size should match that of the primary sign, as detailed  in  the  tables above.Two sign sizes are 
detailed and they should be used in the following  manner: 
 

(a) In urban situations, ie. where the posted speed limit is 60 km/h or less, the normal sign size is 750 × 865. However, on 
divided roads and where approach operating speeds exceed 60 km/h, the 900 × 1040 size should be  erected. 

(b) In rural situations, ie. where the posted speed limit is greater than 60 km/h , the normal sign size is 900  ×1040. 
  
Location: RG-6R signs should normally be erected on the left-hand side of the approach to a roundabout. The back of  the sign 
should be visible to traffic on the roundabout and the sign should be closer than 9 m to the edge of the circulating roadway. If the 
approach has a traffic island between opposing lanes an additional RG-6R sign should be erected on the island. 
 
In areas subject to a 50 km/h speed limit, the RG-6R sign should be so located that it is clearly visible to an approaching driver for a 
distance of at least 60 m. In all other cases the required sight distance is 120 m. Where these sight distances are unobtainable, 
advance warning of the RG-6R sign should be provided by the erection of a PW-8 ROTARY JUNCTION warning sign. 
  

a : 865 1040 
b : 750 900 
c : 250 300 
d : 65 78 
e : 10 12 
r : 50 60 

  750 
  300 
  15 
  10 

1.  2.  3. 5
0   125B 

Refer to 

Appx. A1 

LEGEND :reflectorised red 
BACKGROUND : reflectorised white  
BORDER :reflectorised red  
REVERSE :white 
SYMBOL Black 
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RG-7 NO RIGHT TURN 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Policy: Subject to formal authorisation by the controlling authority, an RG-7 sign must be erected on the approach to an intersection 
where the right turn is the only prohibited movement. 
 
Where both left and right turns are prohibited at a crossroads intersection, an RG-10 NO TURNS sign should be erected. 
Where a left turn is the only permitted movement at a crossroads intersection, an RG-12 TURN LEFT sign should be erected. 
Where the approach is a one-way road, RG-7 signs should be erected on both sides. 
 
No other sign may be attached to an RG-7 sign or its support other than an RG-9 NO ENTRY sign or an RG-14 ONE WAY sign 
which may be attached to the reverse of the RG-7 sign. 
  
 
Sign Size: Sign  size is dependent on  the particular application, ie urban or rural, two lane or multi-lane road  etc. Refer to 
SECTION 2.1: SIZE for detailed size requirements. 
 
Location: The sign should normally be erected on the left-hand side at a point not more than 15 m before the intersection, so that 
an approaching driver has  an uninterrupted view of the sign over a distance of at least 60m. In order to achieve this sight distance it 
may be necessary to erect the sign on the right-hand side of the roadway. 
 
  

a : 600 750 900 

b : 75 95 110 

c : 50 60 75 

d : 60 75 90 

e : 38 47 56 

f : 190 235 280 

g : 180 225 270 

r : 38 47 56 

SYMBOL : black 
BACKGROUND : reflectorised white 
BORDER AND BAR: reflectorised red 
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RG-8 NO LEFT TURN 
 
 

 
 
 
 
Policy: Subject to formal authorisation by the controlling authority, an RG-8 sign must be erected on the approach to an intersection 
where the left turn is the only prohibited movement. 
 
Where both left and right turns are prohibited at a crossroads intersection, an RG-10 NO TURNS sign should be erected. 
Where a right turn is the only permitted movement at a crossroads intersection, an RG-13 TURN RIGHT sign should be erected. 
Where the approach is a one-way road, RG-8 signs should  be erected on both sides. 
 
No other sign may be attached to an RG-8 sign or its support other than an RG-9 NO ENTRY sign, or an RG-14 ONE WAY sign 
which may be attached to the reverse of the RG-8 sign. 
 
Sign Size: Sign size is dependent on the particular application, ie urban or rural, two lane or multi-lane road etc. Refer to SECTION 
2.1: SIZE for detailed size requirements. 
 
Location: The sign should normally be erected on the left-hand side at a point not more than 15 m before the intersection, so that 
an approaching driver has  an uninterrupted view of  the  sign  over  a  distance  of  at  least 60 m 
 
  

a : 600 750 900 

b : 75 95 110 

c : 50 60 75 

d : 60 75 90 

e : 38 47 56 

f : 190 235 280 

g : 180 225 270 

r : 38 47 56 

SYMBOL : black 
BACKGROUND : reflectorised white 
BORDER AND BAR: reflectorised red 
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RG.9 NO ENTRY 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Policy: Subject to formal authorisation by the controlling authority, an RG-9 sign must be erected at the end of a one- way roadway 
where the continuation of the roadway ahead reverts to two way operation, and opposing traffic must be prevented from entering the 
roadway in the wrong direction.  An RG-9 sign may be erected at intermediate intersections on a one-way roadway to prevent traffic 
from entering the roadway in the wrong direction by making a turn from the side road. An RG-9 sign must also be erected at the end 
of a motorway off-ramp to prevent traffic from entering the ramp in the wrong direction from a local road. 
 
No other sign may be attached to an RG-9 sign, or its support other than appropriate turn control signs to direct traffic on other 
approaches to the intersection, i.e. an RG-7 NO RIGHT TURN sign, an RG-8 NO LEFT TURN sign, an RG-10 NO TURNS sign, an 
RG-12 TURN LEFT sign, or an RG-13 TURN RIGHT sign. 
  
Sign Size: Sign size is dependent on the particular application, ie urban or rural, two lane or multi-lane road etc. Refer to SECTION 
2.1: SIZE for detailed size requirements. 
 
Location: The sign should normally be erected on the left-hand side as close as possible to the start of the one- way roadway so 
that an approaching driver has an uninterrupted view of the sign over a distance of at least   120 m in rural areas and at least 60 m 
in other areas. In order to achieve these sight distances it may be necessary to erect the sign on the right-hand side of the roadway. 
 
In urban areas RG-9 signs should be erected on both sides of the one-way roadway 
 
 
 
 
 

  

a : 400 600 750 900 

b : 80 120 150 180 

c : 320 480 600 720 

Letters : 50B 
Refer 

Apx. A1 

75B 
Refer 

Apx. A1 

94B 
Refer 

Apx. A1 

113B 
Refer 

Apx. A1 

LEGEND : reflectorised red 
BACKGROUND : reflectorised red 
BAR : reflectorised white 



 
 

_______________________________________________________________________________________________________________________ 

FSAM Part 1, Section 3 – Regulatory Signs General     19                                              VERSION 2 – March 2019  
 

 
________________________________________________________________________________________________________________________ 

RG-10 NO TURNS 
 

 
 

 

Policy: Subject to formal authorisation by the controlling authority, an RG-10 sign must be erected on the approach to  a crossroads 

intersection where both left and right turns are prohibited and traffic must proceed straight ahead. 

 

Where the approach is a one-way road, RG-10 signs should  be erected on both sides. 

 

No other sign may be attached to an RG-10 sign or  its  support other than an RG-9 NO ENTRY sign attached to the reverse of the 

RG-10 sign. 

  

Sign Size: Sign size is dependent on the particular application, ie urban or rural, two lane or multi-lane road etc. Refer to SECTION 

2.1: SIZE for detailed size requirements. 

 

Location: The sign should normally be erected on the left-hand side at a point not more than 15 m before the intersection and so 

that an approaching driver has an uninterrupted view of the  sign  over  a  distance  of  at  least 60 m 

  

a : 600 750 900 

b : 240 300 360 

c : 80 100 120 

d : 20 25 30 

SYMBOL :    reflectorised white 
BACKGROUND :  reflectorised blue 
BORDER:    reflectorised white 
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________________________________________________________________________________________________________________________ 

RG-11 TURN 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Policy: Subject to formal authorisation by the controlling authority, an RG-11 sign must be erected on the approach to a crossroads 

intersection where the straight ahead movement is prohibited and traffic must turn either left or right. 

 

Where the approach is a one-way road RG-11 signs should be erected on both sides. 

 

Where the approach forms part of a multi-lane divided roadway an additional RG-11 sign should be erected on the median. 

 

No other sign may be attached to an RG-11 sign or its  support other than an RG- 9 NO ENTRY sign or  a  PW-6 TWO WAY sign 

which may be attached to the reverse of the RG-11 sign. 

 

Sign Size: Sign size is dependent on the particular application, ie urban or rural, two lane or multi-lane  road etc. Refer to SECTION 

2.1: SIZE for detailed size requirements. 

 

Location: The sign should normally be erected on the left-hand side at a point not more than 15 m before the intersection, so that 

an approaching driver has an uninterrupted view of the  sign  over  a  distance  of  at  least 60 m. In order to achieve this sight 

distance it may be necessary to erect the sign on the right-hand side of the approach. 

 

  

a : 600 750 900 

b : 60 75 90 

c : 240 300 360 

d : 220 275 330 

e : 20 25 30 

f : 40 50 60 

SYMBOL :    reflectorised white 
BACKGROUND :  reflectorised blue 
BORDER:    reflectorised white 
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RG-12 TURN LEFT 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Policy: Subject to formal authorisation by the controlling authority, an RG-12 sign must be erected on the approach to a crossroads 

intersection where the straight ahead and right turn movements are prohibited. 

 

On the tail leg approach to a T-intersection where the head of the 'T' is a one-way road an RG-7 NO RIGHT TURN sign should be 

used in preference to an RG-12 sign. 

 

Where the approach is a one-way road RG-12 signs should  be erected on both sides. 

 

No other sign may be attached to an RG-12 sign or its  support other than an RG-9 NO ENTRY or an RG-14 ONE WAY sign 

attached to the reverse of the RG-12 sign. 

  

Sign Size: Sign size is dependent on the particular application, ie urban or rural, two lane or multi-lane  road etc. Refer to SECTION 

2.1: SIZE for detailed size requirements. 

 

Location: The sign should normally be erected on the left-hand side at a point not more than 15 m before the intersection and so 

that an approaching driver has an uninterrupted view of the  sign  over  a  distance  of  at  least 60 m. 

  

a : 600 750 900 

b : 80 100 120 

c : 240 300 360 

d : 40 50 60 

e : 180 225 270 

f : 60 75 90 

g : 20 25 30 

r : 40 50 60 

SYMBOL :    reflectorised white 
BACKGROUND :  reflectorised blue 
BORDER:    reflectorised white 
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RG-13 TURN RIGHT 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Policy: Subject to formal authorisation by the controlling authority, an RG-13 sign must be erected on the approach to a crossroads 

intersection where both the straight ahead and left turn movements are prohibited. 

 

On the tail leg approach to a T-intersection where the head of the 'T' is a one-way road an RG-8 NO LEFT TURN sign may be used 

in preference to an RG-13 sign. 

 

Where the approach is a one-way road RG-13 signs should be erected on both sides. 

  

Sign Size: Sign size is dependent on the particular application, ie urban or rural, two lane  or  multi-lane  road etc. Refer to 

SECTION 2.1: SIZE for detailed size requirements. 

 

Location: The sign should normally be erected on the left-hand side at a point not more than 15 m before the intersection and so 

that an approaching driver has an uninterrupted view of the  sign  over  a  distance  of  at  least 60 m. 

  

a : 600 750 900 

b : 80 100 120 

c : 240 300 360 

d : 40 50 60 

e : 180 225 270 

f : 60 75 90 

g : 20 25 30 

r : 40 50 60 

SYMBOL :    reflectorised white 
BACKGROUND :  reflectorised blue 
BORDER:    reflectorised white 
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RG-14 ONE WAY 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Policy: Subject to formal authorisation by the controlling authority, an RG-14 sign must be erected on a one-way roadway at every 

intersection and at intervening  locations near private accesses at which there are significant turning movements. RG-14 signs are 

not to be used in the case of a divided highway or one-way sections of road within a channelised intersection. Such cases are 

covered by the use of RG-17 KEEP LEFT signs. Left or right-hand versions of the sign can be used. 

 

RG-9 NO ENTRY signs may be required at intersections where RG-14 signs are erected. 

  

Sign Size: Sign size is dependent on the particular application, ie urban or rural, two lane or multi-lane  road etc. Refer to SECTION 

2.1: SIZE for detailed size requirements. 

 

Location: The sign should normally be erected on the left-hand side at a point not more than 15 m before the intersection and so 

that an approaching driver has an uninterrupted view of the  sign  over  a  distance  of  at  least 60 m 

  

a : 600 750 

b : 250 300 

c : 10 15 

d : 55 69 

e : 60 75 

f : 500 625 

g : 40 50 

h : 75 94 

r : 50 50 
Letters : 50C 

Refer 

Apx. A1 

63C 
Refer 

Apx. A1 

SYMBOL :    reflectorised white 
BACKGROUND :  reflectorised blue 
BORDER:    reflectorised white 
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RG-15 NO U TURN 
 

 

 

 

a : 600 750 900 

b : 75 95 110 

c : 50 60 75 

d : 158 197 236 

e : 173 216 259 

f : 60 75 90 

g : 180 225 270 

r : 60 75 90 
 

 

 

 

 

 

 

 

 

 

 

 

 

Policy: RG-15 signs must be erected at the start of and at intervals along a section of road on which  the controlling authority has 

authorised the prohibition of U- turns.  The  spacings  between  any  two  successive signs should not exceed 120 m on each side of  

the road. 

 

Sign Size: Sign size is dependent on the particular application, ie urban or rural, two  lane  or  multi-lane  road etc. Refer to 

SECTION 2.1: SIZE for detailed size requirements. 

 

Location:  The  sign should  normally be  erected  on the left-hand side of the roadway and so that an approaching driver has an 

uninterrupted view of the sign over a distance of 60 m. 

 

  

SYMBOL : black 
BACKGROUND : reflectorised white 
BORDER AND BAR: reflectorised red 
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RG-16 ROAD CLOSED 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Policy: Subject to formal authorisation by the controlling authority, RG-16 signs must be erected at each end of, and at each 

intermediate intersection with, any section of road that is closed to ordinary vehicular traffic for the purposes  of facilitating road 

works or any other legitimate activity. 

 

RG-16 signs must be augmented with TW-1 ROADWORKS and TW-23 DETOUR signs, and in cases where the detour route is 

longer than, say, 1–2 km and is not easy to follow, with other appropriate guide signs. In some instances, where the closure is 

intermittent and recurs on a planned regular basis  for a lengthy period (say for major bridge repairs), special directory boards giving 

the timetable for the closure should be erected at key locations and appropriate media advertising arranged. Suitably delineated 

barricades should also be provided to effectively block the road at the points of closure. 

  

Sign Size: Sign size is dependent on the particular application, ie urban or rural, two lane or multi-lane road etc. Refer to SECTION 

2.1: SIZE for detailed size requirements. 

 

Location: RG-16 signs should be erected in the middle of and as close as practicable to each end of the closed road. 

 

Each RG-16 sign should be so located that an approaching driver has an uninterrupted view of it over a distance of at least 120 m in 

rural areas and at least 60 m in other areas. 

 

  

a : 600 750 
b : 60 75 
c : 127 159 
d : 45 56 
Letters : 113B 141B 

Refer to 
Appx. A1 

Refer to 
Appx. A1 

SYMBOL : black 
BACKGROUND : reflectorised white 
BORDER AND BAR: reflectorised red 
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RG - 17, RG-17.1 KEEP LEFT - SINGLE / TWIN  DISC 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

RG-17 

RG-17.1 
 

 

 

 

 

 

 

 

 

 

 

Policy: Subject to formal authorisation by the controlling authority an RG-17 sign must be erected at or near the nose of a physical 

traffic island to face approaching traffic where it is intended that traffic should pass to the left of the island nose. 

 

No other sign may be attached to an RG-17 sign or its  support other than an additional RG-17 sign set at an angle  to the other to 

cater for traffic approaching from another direction; or an RG-5 STOP or RG-6 GIVE WAY sign facing the opposing traffic. 

 

In a situation where the traffic island is so narrow that an RG- 17 sign is being damaged or would probably be damaged by turning 

vehicles the alternaitve RG-17.1 sign should be used. 

 

RG-17 or RG-17.1 signs may also be used in road works situations to direct traffic around an obstruction and into temporary traffic 

lanes within a work site. 

  

Sign Size: Sign size is dependent on the particular application, ie urban or rural, two lane or multi-lane road etc. Refer to SECTION 

2.1: SIZE for detailed size requirements. 

 

Location: Where right turning vehicles pass to the left of the sign it should be located as close as possible to the end of the traffic 

island. In other situations the sign should be located about 5 m beyond the end of the island. The mounting height  of the sign must 

be such as to minimise obstruction to driver visibility, particularly across median islands at intersections. In such situations the signs 

should not be mounted higher than 

 

150 mm above the surface of the island. No grass or groundcover planting should be allowed to obscure signs and, where 

necessary to avoid this, the island surface should be suitably paved in the vicinity. An  approaching  driver should have an 

uninterrupted view of the sign over a distance of at least 120 m in rural areas and at least 60 m in other areas. 

  

a : 600 750 900 

b : 480 600 720 

c : 80 100 120 

d : 20 25 30 

a : 300 

b : 240 

c : 40 

d : 12 

SYMBOL :    reflectorised white 
BACKGROUND :  reflectorised blue 
BORDER:    reflectorised white 
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RG-18 WRONG WAY 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Policy: An RG-18 sign should be erected at the exiting end of a one-way street to warn drivers who may inadvertently enter the road 

and attempt to drive in the face of opposing traffic. 

 

Location: The sign to be visible on the approach and facing traffic entering from the wrong direction 

 

 

  

a : 900 

b : 600 

c : 100 

d : 35 

r : 60 
Letters : 150 D 

Refer to 

Appx. A1 

LETTERS : reflectorised white 
BACKGROUND : reflectorised red 
BORDER : reflectorised white 
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RG - 19 SINGLE LANE - GIVE WAY (single lane   bridge) 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

RG-19 
 

PW-44 
 

 

 

 

 

 

 

 

 

 

 

Policy:  An   RG-19   sign   combination   consists of a PW-44 NARROW BRIDGE sign and a circular symbolic GIVE WAY sign as 

detailed. A permissible substitute for the PW-44 sign component is a PW-43  (or  PW-43.1) ROAD NARROWS sign. The circular 

GIVE WAY sign is always erected as  a  component of  these  combinations or in combination with a special  rectangular  worded  

GIVE WAY sign to form an RG-19.1 SINGLE LANE SUPPLEMENTARY GIVE WAY sign. 

 

RG-19 signs are always used in conjunction with RG- 19.1 signs and RG-20 SINGLE LANE-PRIORITY signs to  indicate directional 

priorities at single lane bridges or sections of single lane roadway. (A single lane situation exists when the trafficable width of bridge 

or roadway is 5.0m or less.) Such signing indicates the required actions  of drivers when vehicles are simultaneously approaching    

a single lane bridge (or section of  single lane roadway) from each direction. 

The primary objectives of directional priority signing are   to alert all drivers to a potentially dangerous  situation (thus lessening the 

possibilities for head-on confrontation or collision) and to place the onus on drivers from a particular direction to be prepared to stop 

and  yield right  of way. 

RG-19 signs should be erected in advance of  the single lane section on the approach  considered  most appropriate for give way 

control. 

Establishment of Priorities: The establishment of priorities for signing of single lane bridge (or roadway) situations requires careful 

consideration of several factors. The most important of these are length of the single lane section and approach visibility, particularly  

when  drivers are unable to obtain a satisfactory preview of oncoming traffic, either within or on the far approach  to  the single lane 

section. Where possible, prudent priority strategy will ensure that the approach without an adequate preview (or the lesser degree of 

preview) of the  situation is  signed with the give way restriction. This is to  avoid  the  creation of a situation of "blind priority"  

whereby drivers  with inadequate visibility for safe stopping prior to  the  single lane section might otherwise be encouraged to "press 

on" and be unable to avoid a collision with an oncoming vehicle. 

Other important factors to consider are  approach  conditions such as gradients of the roadway as well as any other factors that may 

affect a vehicle's ability to stop  safely. 

Sign Size: The size  of  the  circular  sign  should match  the  PW-44  sign,  as  indicated  in  the  above table.  Sign   size is 

dependent on the particular application, ie urban or rural, two lane or multi-lane  road etc. Refer  to  SECTION 2.1: SIZE for detailed 

size  requirements 

  

a : 600 750 900 
b : 75 94 113 
c : 40 50 60 
d : 80 100 120 
e : 60 75 90 
f : 160 200 240 
g : 180 225 270 

a : 600 750 900 
b : 100 125 150 
c : 60 75 90 
d : 120 150 180 
e : 15 20 25 
f : 10 10 10 
r : 50 50 60 

BACKGROUND : reflectorised white 
BORDER AND BAR reflectorised  red 
SYMBOL : up arrow reflectorised 
red and down arrow black 
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RG-19.1 SINGLE LANE - SUPPLEMENTARY GIVE WAY 
 

 

 

a : 600 750 900 
b : 75 94 113 
c : 40 50 60 
d : 80 100 120 
e : 60 75 90 
f : 160 200 240 
g : 180 225 270 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

RG-19.1 
 

Sign Size, RG-19.1: Only one size (600 × 250) of the rectangular worded GIVE WAY sign component is specified for all sizes of the 

circular sign. 

 

Location, RG-19: The sign should be located where approaching drivers have an uninterrupted view of it over a distance of at least 

120 m in rural areas and at least 60 m   in urban areas. 

 

The sign should be erected in advance of the bridge abutment or approach guardrail (from the position on a guardrailed approach 

where at least 6.0 m of trafficable roadway is available between the guardrails) (or section of single lane roadway) by at least the 

distance shown in the following table: 

 

Location, RG-19.1: The sign should be located at or near the bridge abutment (or single lane roadway section) in such a position as 

to be clearly visible to approaching drivers as they scan the road ahead. Normally the signs would be erected on the left-hand side 

but in some situations where the single lane section is immediately preceded by a sharp left- hand bend, consideration should be 

given to siting the sign on the right-hand side. This is to ensure optimum viewing by approaching drivers and to lessen the risk of the 

sign itself blocking the view of oncoming vehicles already on the single lane bridge (section). 

 

Operating Speed Distance 

50 km/h 65 m 

60 km/h 80 m 

70 km/h 100 m 

90 km/h 140 m 
 

  

a : 600 

b : 250 

c : 15 

d : 10 

r : 50 

Letters : 100B 
Refer to 

Appx. A1 

BACKGROUND : reflectorised white 
BORDER AND BAR reflectorised  red 
SYMBOL : up arrow reflectorised 
red and down arrow black 

LETTERS : reflectorised red 
BACKGROUND : reflectorised white 
BORDER : reflectorised red 
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RG-20 SINGLE LANE - PRIORITY 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

a : 600 750 

b : 750 900 

c : 25 30 

d : 610 750 

e : 450 650 

f : 5 10 

g : 75 90 

h : 100 120 

j : 50 60 

r : 50 60 
 

Operating Speed Distance 

50 km/h 65 m 

60 km/h 80 m 
70 km/h 100 m 

90 km/h 140 m 
 

Policy: An RG-20 sign combination consists of a PW-44 NARROW BRIDGE sign and a rectangular symbolic  PRIORITY sign as 

detailed. A permissible substitute for the PW-44 sign component is a PW-43 (or PW -43.1) ROAD NARROWS sign. The rectangular 

symbolic PRIORITY sign is always  erected  as  a  component  of  these  combinations.     It is never erected separately or in 

combination with any other sign. 

RG-20 signs are always used in conjunction with RG-19 SINGLE LANE -  GIVE WAY and  RG-19.1  SINGLE LANE   - 

SUPPLEMENTARY GIVE WAY signs toindicate directional priorities at single lane bridges or sections of single lane roadway (A 

single lane situation exists when the trafficable width of bridge or roadway is 5.0m or less). RG-20 signs are erected in advance of 

the single lane section on the approach considered most appropriate for priority treatment. 

Refer to RG-19 for full details of application policy and establishment of priorities 

Sign Size: The size of the rectangular sign should match the PW-44 sign, as indicated in the above table. Sign size is dependent on 

the particular application, ie urban or rural, two lane or multi-lane road etc. Refer to SECTION 2.1: SIZE for detailed size 

requirements. 

Location: The sign should be located where approaching drivers have an uninterrupted view of it over a distance of at least 120 m 

in rural areas and at least 60 m in urban areas. 

The sign should be erected in advance of the position where the trafficable width of the approach road narrows to 6.0 m, or from 

thebridge abutment in all other cases, by at least the distance in the following table 

  

a : 600 750 900 
b : 100 125 150 
c : 60 75 90 
d : 120 150 180 
e : 15 20 25 
f : 10 10 10 
r : 50 50 60 

BACKGROUND : reflectorised blue 
 BORDER : reflectorised white 
 SYMBOL : up arrow reflectorised 
white and down arrow reflectorised red with 
reflectorised white border 
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RG-21 LOW OVERHEAD CLEARANCE AT ELECTRIFIED CABLES 
 

 

 

a : 600 750 900 

b : 15 20 25 

c : 10 10 10 

r : 50 50 60 
 

 

 

 

 

 

 

 

 

 

 

 

 

a : 600 750 900 
b : 75 95 110 
c : 150 188 225 
d : 225 281 338 
e : 35 44 53 
f : 99 124 149 
Numerals : 150B 

Refer to 

Appx. A1 

190B 

Refer to 

Appx. A1 

225B 

Refer to 

Appx. A1 
 

 

 

 

 

 

 

Policy: An RG-21 sign combination consists of a PW-47 OVERHEAD ELECTRIC CABLE sign and a circular vertical clearance  

sign.  These  two  signs  are   always  erected together as illustrated (never separately) on the same support. No other sign is to be 

erected on the same support. 

 

RG-21 signs must be erected by the road controlling authority in advance of locations where the presence of overhead electrification 

cables creates a safe height restriction for road vehicles. 

 

The safe vehicle height in metres as determined for each specific site by the road controlling authority and shall be displayed on the 

circular vertical clearance sign. 

 

Sign Size: The size of  the circular sign should match  the PW-47 sign, as indicated in the above table. 

 

Location:  The signs should normally be located on the  left side of the roadway before the hazard. Approaching  drivers should 

have an uninterrupted view of the sign over a distance of at least 120 m in rural areas and at least 60 m in other areas. 

 

Where the hazard is located on a side road, close to the main road, then the RG-21 sign should be located as close as practicable 

to the intersection on the leg leading to the hazard. In this case or when the approach is multi-laned the signs should be repeated on 

the right-hand side of the road. 

 

Additional signs may be placed in advance of the hazard at a wider section of the road where affected vehicles may turn around 

before approaching the crossing. 
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RG-22 USE LEFT LANE UNLESS PASSING 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Policy: An RG-22 sign must be erected where an additional lane is specially provided for the overtaking of slower vehicles over a 

limited length of the  road. 

 

RG-22 may also be erected elsewhere on multi-lane roads where such reminders are required, 

 

A PASSING LANE 400 m sign must be erected approximately 400 m in advance of the first RG-22 sign. 

 

In rural areas PASSING LANE “ ” km AHEAD signs should also be erected in advance of the RG-22  sign. 

 

A PW-43.2 ROAD NARROWS AHEAD sign should be erected in advance of the PW-43  ROAD  NARROWS  sign located at the 

end of the additional  lane. 

 

Sign Size: Sign  size is dependent on  the particular application, ie urban or rural, two lane or multi-lane road  etc. Refer to 

SECTION 2.1: SIZE for detailed size requirements. 

 

Location: The sign should be erected on the left-hand side of the road,approximately 20 m after the pavement widening for the 

passing lane commences, and where approaching drivers will have with  an uninterrupted viewof it over a distance of at least 120  

m. 

 

RG-22 signs may be also be  erected  at  approximately 400 m intervals along a passing lane. The last RG-22 sign must however be 

located at least 400 m in advance of the PW-43.2 ROAD NARROWS “  ” AHEAD  sign 

 

 

  

a : 750 1350 
b : 700 750 
c : 50 75 
d : 18 35 
e : 12 20 
r : 50 70 
Legend : 100C 

Refer 

to 
Appx. 

A1 

120E 

Refer 

to 
Appx. 

A1 

LEGEND : black  
BACKGROUND : reflectorised white 
BORDER : reflectorised red 
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RG-23 NO PEDESTRIANS 
 

 

 

 

 

a : 600 

b : 75 

c : 50 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Policy: Subject  to  formal  authorisation  by  the controlling authority, RG-23 signs must be erected: 

 

(a) On a cycle path, but only when a suitable pedestrian path which has been indicated by an RG-25 sign is available, and 

continued use of the footpath by cyclists is experienced. 

(b) When physical barriers to pedestrian movement are not feasible. 

 

No sign other than an RG-24 NO CYCLING sign may be attached to an RG-24 sign or its support. 

 

Location:The sign shall be located where approaching cyclists have an uninterrupted view of it over a distance of 30 m. 

 

If erected in conjunction with an RG-24  sign  the  RG-23 sign  should  be located below that sign 

  

SYMBOL : black 
BACKGROUND : reflectorised white 
BORDER : reflectorised red 
DIAGONAL BAR : reflectorised red 
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RG-24 NO CYCLING 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Policy: Subject to formal authorisation by the controlling authority, RG-24 signs must be erected: 

 

(a) On a footpath where cycling has been prohibited but continued use of the footpath by cyclists is experienced. 

(b) When physical barriers to cycle movement are not feasible (eg at entrances to motorways). 

 

No sign other than an RG-23 NO PEDESTRIANS, RG-25 PEDESTRIANS sign may be attached to the RG-24 sign or its support. 

 

Location: The sign shall be located  where  approaching  cyclists  have an uninterrupted view of it over a distance of 30 m. 

 

If erected in conjunction with an RG-23 or RG-25 sign the RG-24 sign should be located below that sign. 

 

Sign Size: Two sign sizes are detailed, 400mm and 600m, as shown in  the table above. Sign size is dependent on the particular 

application, ie urban or rural, two lane or multi-lane road etc. Refer to SECTION 2.1: SIZE for detailed size requirements 

  

a : 400 600 

b : 50 75 

SYMBOL : black 
BACKGROUND : reflectorised white 
BORDER : reflectorised red 
DIAGONAL BAR : reflectorised red 
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RG-25 PEDESTRIANS 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Policy: RG-25 signs should be erected at the commencing point of: 

 

(a) A pedestrian facility that is not shared by cycles and other vehicles. 

(b) A footpath which parallels a cycle path designed for the exclusive use of cycles. 

 

The RG-25 sign should not be used in other circumstances. No sign other than a parking sign or an RG-24 NO CYCLING sign may 

be attached to the RG-25 sign or its support. 

 

Location: If erected in conjunction with a parking or RG-24 sign the RG-25 sign should be located above these 

 

  

a : 400 600 

b : 15 20 

SYMBOL :    reflectorised white 
BACKGROUND :  reflectorised blue 
BORDER:    reflectorised white 
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RG-26 CYCLE LANE 
 

 

 

 

 

 

 

 

 

a : 600 750 900 
b : 600 750 900 
c : 100 125 150 
d : 15 19 23 
e : 10 13 15 
f : 60 75 90 
Letters : 120D 

Refer to 

Appx. A1 

150D 

Refer to 

Appx. A1 

180D 

Refer to 

Appx. A1 
 

 

 

 

 

 

 

 

 

 

 

 

Policy: Subject to formal authorisation by the controlling authority, 

 

RG-26 signs may be erected to supplement a full-time cycle lane marked on a road. 

 

No sign other than an RG-23 NO PEDESTRIANS or an RG-26.1, RG-26.2 CYCLE LANE BEGINS/ENDS sign may be attached to 

an RG-26 sign or its support. 

 

An RG 26.1 BEGINS sign may be used to augment the RG-26 sign at the start of a cycle lane and an RG-26.2 ENDS sign should 

augment the 

 

RG-26 sign at the end of a cycle lane. RG-26.1 and RG-26.2 supplementary signs shall be erected immediately below the RG-26 

sign. 

 

No other sign may be attached to an intermediate RG-26 sign or its support. 

 

Location: The sign should be located where approaching cyclists have an uninterrupted view of it over a distance of at least 30 m. 

In addition it should be located: 

 

(a) At the beginning of a full-time cycle lane. 

(b) Immediately beyond each intersection or break in the cycle lane. 

(c) Repeated at intervals not exceeding 500 m along the cycle lane. 

(d) At the end of the cycle lane. 

 

Sign Size: Sign size is dependent on the particular application, ie urban or rural, two  lane or multi-lane road etc.  Refer to SECTION  

2.1: SIZE for detailed size  requirements 

  

SYMBOL : black 
LEGEND : black  
BACKGROUND : reflectorised white 
BORDER : reflectorised red 
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________________________________________________________________________________________________________________________ 

RG-26.1, RG-26.2 CYCLE LANE SUPPLEMENTARY 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

RG-26.1 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

RG-26.2 
 

 

 

 

Sign Size: The size of the supplementary sign (RG-26.1 or RG-26.2) should match the size of the RG-26 sign. Sign size is 

dependent on the particular application, ie urban or rural, two lane or multi-lane road etc. Refer to SECTION 2.1: SIZE for detailed 

size requirements. 

  

a : 600 750 900 
b : 250 300 300 
c : 15 15 15 
d : 10 10 10 
r  : 50 50 60 

LETTERS : 100D 

Refer to 

Appx. A1 

125D 

Refer to 

Appx. A1 

150D 

Refer to 

Appx. A1 

a : 600 750 900 
b : 250 300 300 
c : 15 15 15 
d : 10 10 10 
r  : 50 50 60 

LETTERS : 100D 

Refer to 

Appx. A1 

125D 

Refer to 

Appx. A1 

150D 

Refer to 

Appx. A1 

LEGEND : black  
BACKGROUND : reflectorised white 
BORDER : reflectorised red 
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________________________________________________________________________________________________________________________ 

RG-26A CYCLES ONLY 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Policy: Subject to formal authorization by the controlling authority, 

 

RG-26 signs may be used to supplement the markings of an exclusive cycle path. 

 

No sign other than an RG-23 NO PEDESTRIANS or an RG-26.1, RG-26.2 CYCLE LANE BEGINS/ENDS sign may be attached to 

an RG-26A sign or its support. 

 

An RG 26.1 BEGINS sign may be used to augment the RG-26A sign at the start of an exclusive cycle lane or path and an RG-26.2 

ENDS sign should augment the RG-26A sign at the end of an exclusive cycle lane or path. 

 

RG-26.1 and RG-26.2 supplementary signs shall be erected immediately below the RG-26C sign. 

 

No other sign may be attached to an intermediate RG-26A sign or its support. 

 

Location: The sign should be located where approaching cyclists have an uninterrupted view of it over a distance of at least 30 m. 

In addition it should be located: 

 

(a) At the beginning of an part-time exclusive cycle path orlane. 

(b) Immediately beyond each intersection or break in the exclusive cycle path orlane. 

(c) Repeated at intervals not exceeding 500 m along the exclusive cycle path orlane. 

(d) At the end of the exclusive cycle path or lane. 

 

Sign Size: Sign size is dependent on the particular application, ie urban or rural, two  lane or multi-lane road etc. Refer to SECTION   

2.1: SIZE for detailed size  requirements. 

  

a : 600 750 900 
b : 600 750 900 
c : 100 125 150 
d : 15 19 23 
e : 10 13 15 
f : 60 75 90 
Letters : 120D 

Refer to 

Appx. A1 

150D 

Refer to 

Appx. A1 

180D 

Refer to 

Appx. A1 

SYMBOL : black 
LEGEND : black  
BACKGROUND : reflectorised white 
BORDER : reflectorised red 
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________________________________________________________________________________________________________________________ 

RG-26B ALL CYCLES MUST EXIT 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Policy: An RG-26B sign should be used to direct all cyclists onto a particular path or route, eg. from a cycle lane to a cycle path. 

 

No other sign may be attached to an RG-26B sign or its support. 

 

Location: The sign should be located where approaching cyclists have an uninterrupted view of it over a distance of at least 30 m. 

 

Sign Size: Sign size is dependent on the particular application, ie urban or rural, two  lane or multi-lane road etc. Refer to SECTION   

2.1: SIZE for detailed size  requirements. 

 

  

SYMBOL : black 
LEGEND : black  
BACKGROUND : reflectorised white 
BORDER : reflectorised red 
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________________________________________________________________________________________________________________________ 

RG-26C SHARED PATH - PEDESTRIANS AND CYCLES 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Policy: Subject to formal authorisation by the controlling authority, RG-26C signs shall be used to designate a shared path for use 

by pedestrians and cycles. 

 

An RG 26.1 BEGINS supplementary sign may be used to augment the RG-26C sign at the start of a shared path and an RG-26.2 

ENDS supplementary sign should augment the RG-26C sign at the end of a shared path. RG-26.1 and RG-26.2 supplementary 

signs shall be erected immediately below the RG-26C sign. 

 

No other sign may be attached to an intermediate RG-26C sign or its support. 

 

Location: The sign should be located where approaching pedestrians and cyclists have an uninterrupted view of it over a distance 

of at least 30 m. In addition it should be located: 

 

(a) At the beginning of a shared pedestrian/cycle path. 

(b) Immediately after each road crossing. 

(c) Repeated at spacings not exceeding 500 m along the shared path. 

(d) At the end of a shared path. 

 

  

a : 400 

b : 600 

c : 50 

d : 13 
e : 8 

r : 50 

SYMBOL : black 
LEGEND : black  
BACKGROUND : reflectorised white 
BORDER : reflectorised red 
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________________________________________________________________________________________________________________________ 

RG-26D SHARED PATH - PEDESTRIANS AND CYCLES (defined positions for 
users) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Policy: Subject to formal authorisation by the controlling authority, 

 

RG-26D signs shall be used to designate a shared path for use by pedestrians and cycles and where the pedestrian and cycle 

positions are defined. 

 

An RG 26.1 BEGINS supplementary sign may be used to augment the RG-26D sign at the start of a shared path and an RG-26.2 

ENDS supplementary sign should augment the RG-26D sign at the end of a shared path. RG-26.1 and RG-26.2 supplementary 

signs shall be erected immediately below the RG-26D sign. 

 

 

Location: The sign should be located where approaching pedestrians and cyclists have an uninterrupted view of it over a distance 

of at least  30 m. In addition it should be located: 

 

(a) At the beginning of a shared pedestrian/cycle path where pedestrian and cycle positions are defined. 

(b) Immediately after each road crossing. 

(c) Repeated at spacings not exceeding 500 m along the shared 

(d) At the end of a shared path. 

 

  

a : 600 
b : 600 

c : 50 

d : 25 

e : 10 

f : 10 

g : 480 
r : 60 

Letters : 80C 
Refer to 

Appx. A1 

SYMBOL : black 
LEGEND : black  
BACKGROUND : reflectorised white 
BORDER : reflectorised red 
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________________________________________________________________________________________________________________________ 

RG-27 TURNING TRAFFIC GIVE WAY TO PEDESTRIANS 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Policy: RG-27 signs may be erected at intersection which has parallel pedestrian movements and where problems have been 

experienced with turning vehicles failing to yield right of way to  pedestrians. 

  

Location: These signs should be installed close to the pedestrian crossing movement and oriented to face approaching 

 

  

a : 400 
b : 500 
c : 25 
d : 10 
e : 7 
r : 15 
1st 4 lines : 50 C 

Refer to 
Appx. 

A1 
5th line : 50 B 

Refer to 
Appx. 

A1 

LEGEND : black  
BACKGROUND : reflectorised white 
BORDER : reflectorised red 
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________________________________________________________________________________________________________________________ 

RG-28 SCHOOL PATROL STOP 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Policy: Staff-mounted RG-28 SCHOOL PATROL disc signs are to be used by properly trained and supervised personnel to control 

road traffic at sites where school patrols have been authorised to operate. 

 

The minimum size sign disc is 750 mm diameter mounted at an angle on a pole or staff not less than  1.5  m  in length. 

 

  

a : 750 
b : 164 
c : 11 
d : 27 
e : 18 
f : 275 
g : 255 
'STOP' : 285B 

Refer to 
Appx. 

A1 
'SCHOOL 

PATROL' : 
100A 

Refer to 
Appx. 

A1 

LEGEND : reflectorised white 
BACKGROUND  : red  (may be 
fluorescent) 
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________________________________________________________________________________________________________________________ 

RG-29 OVERHEAD LANE USE ARROWS 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

a : 750 
b : 900 
c : 75 
d : 100 
e : 105 
f: 25 
g : 100 
h : 125 
i: 255 
j: 10 
r: 50 
r1: 350 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Policy: RG-29 signs should be erected overhead in advance of an intersection having a  multi-lane approach  on  which lane arrows 

are  marked  and  where,  due  to high traffic volume or special lane  marshalling requirements,  these lane  arrows  are  not  easily  

seen soon  enough  to  promote correct lane usage. 

A separate sign is required for each lane and the arrow(s) on the sign should indicate the same directions as the respective lane 

arrow(s) marked on the  roadway. 

No other signs may be attached to the supports or the suspension members. 

Location: Each sign should be located approximately  15 m in advance of theintersection and above the centre of its respective lane 

with a vertical clearance b etween the bottom of the sign and the hi ghest point on road surface immediately under the sign of at  

least: 

• 5.4 m in all situations, and 

• 6.0 m on an official over dimension  route. 

  

a : 750 
b : 900 
c : 100 
d : 130 
e : 100 
f: 100 
g : 50 
h : 25 
i: 50 
j: 10 
r: 50 
r1: 350 

a : 750 
b : 900 
c : 50 
d : 100 
e : 100 
f: 25 
g : 10 
r : 50 

LEGEND : black  
BACKGROUND : reflectorised white 
BORDER : reflectorised red 
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________________________________________________________________________________________________________________________ 

RG-30 STOP ON RED SIGNAL 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Policy: RG-30 STOP ON RED SIGNAL signs may be added to RG-33 FLASHING LIGHT SIGNAL sign combinations to emphasise 

the requirement for drivers to stop when the railway level crossing flashing lights are operating. RG-30 STOP ON RED SIGNAL 

signs may also   be installed to reinforce the requirement to stop at temporary or part time traffic  signals. 

  

Location: When used at railway level crossings, RG-30 signs shall be mounted on RG-33 sign  combinations with a minimum 

clearance of 1.5 m from the underside of the sign to the surface of the  adjacent roadway, trafficable shoulder or top of kerb, 

whichever is the critical dimension. When used at traffic signals, RG-30 signs shall be mounted on the primary traffic signal   pole 

 

  

a : 600 
b : 600 
c : 50 
d : 15 
e : 10 
r : 60 
1st line : 100D 

Refer to 
Appx. 

A1 
2nd and 

3rd lines  : 
100C 

Refer to 
Appx. 

A1 

LEGEND : black  
BACKGROUND : reflectorised white 
BORDER : reflectorised red 
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________________________________________________________________________________________________________________________ 

RG-31 RAILWAY LEVEL CROSSING GIVE WAY COMBINATION 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Policy: A standard level crossing give way assembly (RG-31) consists of a crossbuck mounted above a give way (RG-6) sign. A 

supplementary [number of] Tracks sign is added at level crossings with multiple railway lines. An optional Look For Trains (PW-59) 

sign may be added to emphasise the requirement for drivers to check for oncoming trains. The pole used to mount these signs is 

part of the assembly and may have reflectorised red and white alternate bands at least 225mm   wide. 

 

Where increased conspicuity is required,  the crossbuck sign may be changed to a crossbuck with target board to make it more 

effective. No other sign may be attached to an RG-31  assembly. 

 

Sign Size:  The size of  the crossbuck  (WX6)  sign should normally be 1500mm x 300mm. In urban and low- speed rural 

environments a smaller 1000mm x 200mm sign may be used. The size of the [number of]  Tracks  sign  should match the size of the 

crossbuck used as indicated in the table below 

 

The size of the RG-6 and PW-59 sign should match the  size of the crossbuck. Refer to SECTION 2.1: SIZE for detailed size 

requirements 

 

Location: RG-31 assembly, should be installed on both sides of the road, and must be at least 2.4m clear of the nearest rail edge 

(3m from the nearest railway  line  centreline). The limit line indicating the point where vehicles must stop if a train is approaching the 

level crossing should normally be installed 2m in advance of the RG-31   assembly. 

 

RG-31 assemblies should be clearly visible to approaching drivers for a distance of at least 120m on rural roads and at least 60m on 

urban roads. 

 

Where a level crossing on a side road is within 30m of the  through road, the RG-31 assembly must be installed on both sides of the 

road and oriented toward approaching drivers  (see examples for an RG-31 assembly in  figures  2.1  and 2.2). 

  

 

Size of crossbuck 
Size [number of] Tracks 

sign 

1000mm x 200mm 280mm high 

1500mm x 300mm 420mm high 
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________________________________________________________________________________________________________________________ 

RG-32 RAILWAY LEVEL CROSSING STOP SIGN COMBINATION 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Policy: A standard level crossing stop assembly (RG-32) consists of a crossbuck mounted above a stop (RG-5) sign. A 

supplementary [number of]  Tracks sign  is added at  level crossings with multiple railway lines.  An optional Look For Trains (PW-

59) sign may be  added to emphasise the requirement for drivers to  check for oncoming trains. The pole used to mount  these signs 

is part of the assembly and may have reflectorised red and white alternate bands at least 225mm wide. 

 

Where increased conspicuity is required,  the crossbuck sign may be changed to a crossbuck with target board (WX61) to make it 

more effective.  No  other sign may be attached to an RG-32   assembly. 

 

Sign Size: The size of the crossbuck  sign should normally be 1500mm x 300mm. In urban  and  low-speed rural environments a 

smaller 1000mm x  200mm sign may  be used. The size of the [number of] Tracks sign should match the size of the crossbuck used 

as indicated in the table below: 

 

The size of the RG-5  and  PW-59 sign  should match the  size of the crossbuck. Refer to SECTION 2.1: SIZE for detailed size 

requirements 

 

Location:RG-32 assembly, should be installed   on both sides of the road, and must be at least 2.4m clear  of  the nearest rail edge 

(3m from the nearest  railway  line  centreline). The limit line indicating the point where vehicles must stop if a train is approaching 

the level crossing should normally be installed 2m in advance of the RG-32   assembly. 

RG-32 assemblies should be clearly visible to approaching drivers for a distance of at least 120m on rural roads and at least 60m on 

urban roads. 

 

Where a level crossing on a side road is within 30m of the  through road, the RG-32 assembly must be installed on both sides of the 

road and oriented toward approaching drivers  (see examples for an RG-32 assembly in  figures  2.1  and 2.2) 

  

 

Size of crossbuck 
Size [number of] Tracks 

sign 

1000mm x 200mm 280mm high 

1500mm x 300mm 420mm high 
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________________________________________________________________________________________________________________________ 

RG-33 RAILWAY LEVEL CROSSING, FLASHING LIGHT SIGNAL 
COMBINATION 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Policy: A basic level crossing flashing light assembly (RG-33) consists of a crossbuck sign mounted above the signal head on a 

signal or barrier pole. The pole  forms  part of the assembly. A supplementary [number of] Tracks sign must be added at level 

crossings with more than one railway line. 

 

An optional Stop On Red Signal (RG-30) sign may be added to emphasise the requirement for drivers to stop when the level 

crossing flashing lights are operating. A Stop On Red Signal (RG-30) sign should only be used when a history of non-compliance 

exists at the level crossing. 

 

If the bells are turned off at night, a Bells  Off sign  must be installed. 

 

Where increased conspicuity is required, the crossbuck sign may be changed to a crossbuck with target board to make it more 

effective. No  other signs may be  attached  to an RG-33 assembly or its  support. 

 

Sign Size: The size of the crossbuck sign should normally  be 1500mm x 300mm. In urban and low-speed rural environments a 

smaller 1000mm x 200mm sign may be used. The size of the [number of] Tracks sign should match the size of the crossbuck used 

as indicated in the table  below: 

  

The gap between individual signs on the RG-33  assembly should be approximately 100mm. 

 

Support poles for the assembly must be fully retro- reflectorised with alternate 225mm wide bands  of  red and white, as described 

above. 

Location:  RG-33  assemblies,  are  normally  installed on the left-hand side of the road and must be at least 2.4m clear of the 

nearest rail edge (3m from the nearest railway line centreline). The limit line indicating the point where vehicles must stop if a train is 

approaching the  level  crossing should normally be installed 2m in advance of the RG-33 assembly. 

 

RG-33 assemblies should be clearly  visible  to  approaching drivers for a distance of at  least  120m  on rural roads and at least 

60m on urban roads.  The  assembly may be placed on the right-hand side if the visibility cannot be achieved by installing it on  the  

left-  hand side and may be duplicated where the geometry means drivers approaching will  benefit. 

 

Where there are two or more traffic lanes on approaches    to level crossings controlled by flashing light signals, a second RG-33 

sign combination should, if practicable, be installed on any median island or on the right-hand side of the road. 

  

 

Size of crossbuck 
Size [number of] Tracks 

sign 

1000mm x 200mm 280mm high 

1500mm x 300mm 420mm high 
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________________________________________________________________________________________________________________________ 

RG-34 KEEP RIGHT 
 

 

 

 

 

 

 

 

a : 600 750 900 

b : 480 600 720 

c : 80 100 120 

d : 20 25 30 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

Policy: Where it is possible for motorists inadvertently to drive to the left of an obstacle an RG-34 sign may be erected to indicate 

that traffic must pass to the right of the obstacle. 

 

No other sign may be attached to an RG-34 sign or its support. 

 

RG-34 signs shall not be used to highlight isolated hazards or kerb extensions on the left side of the road. Hazard, chevron or width 

(bridge end) markers should be used in these situations. 

 

RG-34 signs may also be used in roadworks situations to direct traffic around an obstruction and into temporary traffic lanes within a 

work site. 

 

Sign Size: Sign size is dependent on the particular application, ie urban or rural, two lane or  multi-lane  road etc. Refer to SECTION 

2.1: SIZE for detailed size requirements. 

  

Location: The sign should be located as close as possible to the obstacle that traffic must pass to the right of. The mounting height 

of the sign must be such as to minimise any obstruction to driver visibility, particularly across a median or separation island. In such 

situations the sign should not be mounted higher than 150 mm above the surface of the island. No grass or ground cover planting 

should be allowed to obscure signs, and where necessary, the surface should be suitably paved in the vicinity of  the  sign.  An  

approaching driver should have an uninterrupted view of the sign over a distance of at least 120 m in rural areas and at least 60 m in 

other areas. 

 

  

SYMBOL :    reflectorised white 
BACKGROUND :  reflectorised blue 
BORDER:    reflectorised white 
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________________________________________________________________________________________________________________________ 

RG-35 BUS LANE 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

a : 600 750 900 
b : 600 750 900 
c : 110 138 165 
d : 15 19 23 
e : 10 13 15 
f : 60 75 90 
Letters : 120D 

Refer to 

Appx. A1 

150D 

Refer to 

Appx. A1 

180D 

Refer to 

Appx. A1 

 

 

 

 

 

 

 

 

Policy:  RG-35 signs must be erected on sections of road  or street where the road controlling authority has restricted the use of the 

lane to buses or certain high occupancy and other authorised vehicles. 

 

Additional words or symbols to define the nature of the restriction, its period of operation and to indicate the start or end of the 

restriction may be shown on supplementary plates erected immediately below RG-35 signs. The width of a supplementary plate 

shall match the width of the sign with which it is used. 

  

Location: RG-35 signs should be erected along the side of the roadway subject to the restriction, approximately 30  to 100m in 

advance of the reserved lane, at intervals not  exceeding 100 m, after each side street intersection and at the end of the restriction. 

 

The signs indicating the start of a bus lane should be visible to an approaching driver for a distance of at least 120 m in rural areas 

and at least 60 m in other areas 

  

a : 600 750 900 
b : 600 750 900 
c : 110 138 165 
d : 15 19 23 
e : 10 13 15 
f : 60 75 90 
Letters : 120D 

Refer to 

Appx. A1 

150D 

Refer to 

Appx. A1 

180D 

Refer to 

Appx. A1 

SYMBOL : black  
BACKGROUND    : reflectorised white 
BORDER : reflectorised red 
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RG-36 NO HEAVY VEHICLES 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Policy:A RG-36 sign consists of a NO HEAVY VEHICLES SYMBOL displayed on a standard Regulatory sign plate. 

 

Sign Size: Sign size is dependent on the particular application, ie urban or rural, two lane  or  multi-lane  road etc. Refer to SECTION 

2.1: SIZE for detailed size requirements. 

 

Location: The sign should normally be erected on the left-hand side at a point not more than 15 m before the intersection, so that 

an approaching driver has an uninterrupted view of the sign  over  a distance  of at  least 60 m 

 

  

a : 600 750 
b : 75 95 
c : 50 60 

All 

SYMBOL : black  
BACKGROUND    : reflectorised white 
BORDER : reflectorised red 
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RG-37 'EXCEPT AUTHORISED VEHICLES' SUPPLEMENTARY 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Policy: A RG-37 sign consists of EXCEPT AUTHORISED VEHICLES text displayed on a standard Regulatory sign plate. 

 

RG-37 signs should be used as a supplementary to a Regulatory sign where authorised vehicles are exempt. 

 

Sign Size: The size of the supplementary sign should match the size of the primary sign. Sign size is dependent on the particular 

application, ie urban or rural, two lane or multi-lane road etc. Refer to SECTION 2.1: SIZE for detailed size requirements. 

 

Location: The sign should normally be erected on the left- hand side at a point not more than 15 m before the intersection, so that 

an approaching driver has an uninterrupted view of the sign over a distance  of at least  60 m. 

 

  

a : 900 
b : 600 
c : 50 
d : 19 
e : 12 
r : 60 
1st and 3rd lines : 100 D 

Refer to 

Appx. A1 
2nd line : 100C 

Refer to 

Appx. A1 

LEGEND : black  
BACKGROUND : reflectorised white 
BORDER : reflectorised red 
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RG-38 'EXCEPT AUTHORISED VEHICLES' SUPPLEMENTARY 
 

 

 

 

 

 

 

 

a : 600 

b : 400 

c : 50 

d : 13 

e : 8 

r : 60 

Letters : 100 D 

Refer to 
Appx. A1 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Policy: A RG-38 sign consists of EXCEPT BUSES text displayed on a standard Regulatory sign plate. 

 

RG-38 signs should be used as a supplementary to a Regulatory sign where buses are exempt. 

 

Sign Size: The size of the supplementary sign should match the size of the primary sign. Sign size is  dependent on the particular 

application, ie urban or  rural, two lane or multi-lane road etc.  Refer to  SECTION 2.1: SIZE for detailed size  requirements. 

 

Location: The sign  should  normally  be  erected  on the left- hand side at a  point  not  more  than  15  m  before the intersection, 

so that  an  approaching  driver has an uninterrupted view of  the sign over a distance  of at least 60 m 

  

LEGEND : black  
BACKGROUND : reflectorised white 
BORDER : reflectorised red 
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RG-39 'EXCEPT CYCLES' SUPPLEMENTARY 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Policy: A RG-39 sign consists of EXCEPT CYCLES text displayed on a standard Regulatory sign plate. 

 

RG-39 signs should be used as a supplementary to a Regulatory sign where cyclists are exempt. 

 

Sign Size: The size of the supplementary sign should match the size of the primary sign. Sign size is  dependent on the particular 

application, ie urban or  rural, two lane or multi-lane road etc.  Refer to  SECTION 2.1: SIZE for detailed size  requirements. 

  

Location: The sign should normally be erected on the left- hand side at a point not more than 15 m before the intersection, so that 

an approaching driver has an uninterrupted view of the sign over a distance of at least 60 m. 

 

  

a : 600 

b : 400 

c : 50 

d : 13 

e : 8 

r : 60 

Letters : 100 D 

Refer to 
Appx. A1 

LEGEND : black  
BACKGROUND : reflectorised white 
BORDER : reflectorised red 
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RG-40 GENERAL SUPPLEMENTARY 'AHEAD' 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

a : 600 750 900 
b : 250 300 300 
c : 15 15 15 
d : 10 10 10 
r  : 50 50 60 

LETTERS : 100D 

Refer to 

Appx. A1 

125D 

Refer to 

Appx. A1 

150D 

Refer to 

Appx. A1 

 

 

Policy: A RG-40 sign consists of AHEAD text displayed on a standard Regulatory sign plate. 

 

RG-40  signs  should  be   used  as   a   supplementary   to a Regulatory sign. 

 

Sign Size: The size of the supplementary sign should match the size of the primary sign. Sign size is dependent on the particular 

application, ie urban or rural, two lane  or multi-lane road etc. Refer to SECTION 2.1: SIZE for detailed size requirements. 

  

Location: The sign should normally be erected on the left-hand side at a point not more than 15 m before the intersection, so that 

an approaching driver has an uninterrupted view of  the sign  over  a distance  of at  least 60 m. 

  

LEGEND : black  
BACKGROUND : reflectorised white 
BORDER : reflectorised red 
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RG-41 GENERAL SUPPLEMENTARY "  m" 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

a : 600 750 900 

b : 250 300 300 
c : 88 110 132 
d : 60 75 90 
e : 15 15 15 
f : 10 10 15 
r : 50 50 60 
Letters : 100D 

Refer to 

Appx. A1 

125D 

Refer to 

Appx. A1 

150D 

Refer to 

Appx. A1 

 

 

 

Policy:   A RG-41 sign consists of "  m" text displayed on a standard Regulatory sign plate. 

 

RG-41  signs  should  be   used  as   a   supplementary to  a Regulatory sign. The RG-41 sign provides the distance until the 

Regulartory sign becomes effective. 

 

Sign Size: The size of the supplementary sign should match the size of the primary sign. Sign size is dependent on the particular 

application, ie urban or rural, two lane  or multi-lane road etc. Refer to SECTION 2.1: SIZE for detailed size requirements. 

  

Location: The sign should normally be erected on the left-hand side at a point not more than 15 m before the intersection, so that 

an approaching driver has an uninterrupted view of the sign  over  a distance  of at  least 60 m. 

 

  

LEGEND : black  
BACKGROUND : reflectorised white 
BORDER : reflectorised red 



 
 

_______________________________________________________________________________________________________________________ 

FSAM Part 1, Section 3 – Regulatory Signs General     57                                              VERSION 2 – March 2019  
 

 
________________________________________________________________________________________________________________________ 

RG-42 GENERAL SUPPLEMENTARY "MON-FRI" 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

a : 400 
b : 200 
c : 15 
d : 10 
r  : 50 

 

 

Policy: A RG-42 sign consists of "Mon-Fri" text displayed on a standard Regulatory sign plate. 

 

RG-42 signs should be used as a supplementary to a Regulatory sign. The RG-42 sign provides the time period over which the 

Regulartory sign is effective. 

 

Sign Size: The size of the supplementary sign should match the size of the primary sign. Sign size is dependent on the particular 

application, ie urban or rural, two lane  or multi-lane road etc. Refer to SECTION 2.1: SIZE for detailed size requirements. 

  

Location: The sign should normally be erected on the left-hand side at a point not more than 15 m before the intersection, so that 

an approaching driver has an uninterrupted view of the sign  over  a distance  of at  least 60 m. 

 

  

LEGEND : black  
BACKGROUND : reflectorised white 
BORDER : reflectorised red 
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RG-43 NO BUSES 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Policy: A RG-43 sign consists of a NO BUSES symbol displayed on a standard Regulatory sign plate. 

 

Sign Size: Sign size is dependent on the particular application, ie urban or rural, two lane or multi-lane road etc. Refer to SECTION 

2.1: SIZE for detailed size  requirements. 

 

Location: The sign should normally be erected on the left-hand side at a point not more than 15 m before the intersection, so that 

an approaching driver has an uninterrupted view of the sign  over  a distance  of at  least 60 m. 

 

  

SYMBOL : black  
BACKGROUND    : reflectorised white 
BORDER : reflectorised red 
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RG-44 NO CARS 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Policy: A RG-44 sign consists of a NO CARS symbol displayed on a standard Regulatory sign plate. 

 

Sign Size: Sign size is dependent on the particular application, ie urban or rural, two lane or multi-lane road etc. Refer to SECTION 

2.1: SIZE for detailed size  requirements. 

 

Location: The sign should normally be erected on the left- hand side at a point not more than 15 m before the intersection, so that 

an approaching driver has an uninterrupted view of  the sign  over  a distance  of at  least 60 m. 

  

SYMBOL : black  
BACKGROUND    : reflectorised white 
BORDER : reflectorised red 
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RG-45 NO CARS AND MOTORCYCLES 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Policy: A RG-45 sign consists of a NO CARS AND MOTORCYCLES symbol displayed on a standard Regulatory sign plate. 

 

Sign Size: Sign size is dependent on the particular application, ie urban or rural, two  lane  or  multi-lane  road etc. Refer to 

SECTION 2.1: SIZE for detailed size requirements. 

 

Location: The sign should normally be erected on the left-hand side at a point not more than 15 m before the intersection, so that 

an approaching driver has an uninterrupted view of the sign  over  a distance  of at  least 60 m. 

 

  

SYMBOL : black  
BACKGROUND    : reflectorised white 
BORDER : reflectorised red 
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RG-47 USE OF AUDIBLE WARNING DEVICE PROHIBITED 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Policy: A RG-47 sign consists of a USE OF AUDIBLE WARNING DEVICE PROHIBITED symbol displayed on a standard 

Regulatory sign plate. 

 

Sign Size: Sign size is dependent on the particular application, ie urban or rural, two lane or multi-lane road etc. Refer to SECTION 

2.1: SIZE for detailed size  requirements. 

  

Location: The sign should normally be erected on the left-hand side at a point not more than 15 m before the intersection, so that 

an approaching driver has an uninterrupted view of the sign  over  a distance  of at  least 60 m. 

 

  

SYMBOL : black  
BACKGROUND    : reflectorised white 
BORDER : reflectorised red 
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RG-48 SCHOOL ZONE WITH (LOWER) SPEED LIMIT 
 

 

 

 

 

 

 

a :  860 
b :  1500 
c :  600 

 100 
 40 
 60 
 60 
 100D 

Refer to 

Appx A1 
Letters at 

bottom : 
80D Refer 

to Appx 

A1 

 

 

 

 

 

 

 

 

 

Policy: RG-48 signs should be erected in advance of a school zone designated by the road controlling authority, to notify drivers of  

the restricted  speed  limit.  The sign provides  the  highest  speed  limit  applicable  to  the school zone during the time specified.  

 

RG-48 signs may be used to indicate speed limits between 10 and 80 km/h. 

 

Sign Size: One only sign size  is  permitted  and requires written approval to be granted by the road controlling authority prior to 

installation. 

 

Location: The sign should be clearly visible to approaching drivers over a distance of at least 120 m in  rural areas  and  at  least  

60  m  in urban  areas,  and where possible  without  causing  confusion,  be in  advance of the school zone by  100  m  in rural 

areas and  30 m in urban areas. 

 

The sign must only be used on no exit, give-way or stop sign controlled side roads adjacent to the school  zone 
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FIG 2.1 INTERSECTION CLOSE TO LEVEL CROSSING (less than 10m) 
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FIG 2.2 INTERSECTION CLOSE TO LEVEL CROSSING (10-30m) 
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